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the applicable requirements for such 
use. For example, ‘‘Meets I.C.C. Bus 
Heater Requirements,’’ Meets I.C.C. 
Flue-Vented Cargo Space Heater Re-
quirements,’’ and after December 31, 
1967, such certification shall read 
‘‘Meets FMCSA Bus Heater Require-
ments,’’ ‘‘Meets FMCSA Flue-Vented 
Cargo Space Heater Requirements,’’ 
etc. 

(i) Exception. The certification for a 
catalytic heater which is used in trans-
porting flammable liquid or gas shall 
be as prescribed under § 177.834(1) of 
this title. 

[33 FR 19735, Dec. 25, 1968, as amended at 40 
FR 51198, Nov. 4, 1975; 53 FR 49401, Dec. 7, 
1988]

§ 393.78 Windshield wipers. 
(a) Every bus, truck, and truck trac-

tor, having a windshield, shall be 
equipped with at least two automati-
cally-operating windshield wiper 
blades, one on each side of the center-
line of the windshield, for cleaning 
rain, snow, or other moisture from the 
windshield and which shall be in such 
condition as to provide clear vision for 
the driver, unless one such blade be so 
arranged as to clean an area of the 
windshield extending to within 1 inch 
of the limit of vision through the wind-
shield at each side: Provided, however, 
That in driveaway-towaway operations 
this section shall apply only to the 
driven vehicle: And provided further, 
That one windshield wiper blade will 
suffice under this section when such 
driven vehicle in driveaway-towaway 
operation constitutes part or all of the 
property being transported and has no 
provision for two such blades. 

(b) Every bus, truck, and truck trac-
tor, the date of manufacture of which 
is subsequent to June 30, 1953, which 
depends upon vacuum to operate the 
windshield wipers, shall be so con-
structed that the operation of the wip-
ers will not be materially impaired by 
change in the intake manifold pres-
sure.

§ 393.79 Defrosting device. 
Every bus, truck, and truck tractor 

having a windshield, when operating 
under conditions such that ice, snow, 
or frost would be likely to collect on 
the outside of the windshield or con-

densation on the inside of the wind-
shield, shall be equipped with a device 
or other means, not manually oper-
ated, for preventing or removing such 
obstructions to the driver’s view: 
Provided, however, That this section 
shall not apply in driveaway-towaway 
operations when the driven vehicle is a 
part of the shipment being delivered.

§ 393.80 Rear-vision mirrors. 
(a) Every bus, truck, and truck trac-

tor shall be equipped with two rear-vi-
sion mirrors, one at each side, firmly 
attached to the outside of the motor 
vehicle, and so located as to reflect to 
the driver a view of the highway to the 
rear, along both sides of the vehicle. 
All such regulated rear-vision mirrors 
and their replacements shall meet, as a 
minimum, the requirements of FMVSS 
No. 111 (49 CFR 571.111) in force at the 
time the vehicle was manufactured. 

(b) Exceptions. (1) Mirrors installed on 
a vehicle manufactured prior to Janu-
ary 1, 1981, may be continued in serv-
ice, provided that if the mirrors are re-
placed they shall be replaced with mir-
rors meeting, as a minimum, the re-
quirements of FMVSS No. 111 (49 CFR 
571.111) in force at the time the vehicle 
was manufactured. 

(2) Only one outside mirror shall be 
required, which shall be on the driver’s 
side, on trucks which are so con-
structed that the driver has a view to 
the rear by means of an interior mir-
ror. 

(3) In driveway-towaway operations, 
the driven vehicle shall have at least 
one mirror furnishing a clear view to 
the rear. 

[48 FR 57139, Dec. 28, 1983]

§ 393.81 Horn. 
Every bus, truck, truck-tractor, and 

every driven motor vehicle in drive-
away-towaway operations shall be 
equipped with a horn and actuating 
elements which shall be in such condi-
tion as to give an adequate and reliable 
warning signal.

§ 393.82 Speedometer. 
Every bus, truck, and truck-tractor 

shall be equipped with a speedometer 
indicating vehicle speed in miles per 
hour, which shall be operative with 
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